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PHASING NOTES:

1. PHASES ASSOCIATER BY A SOLID LINE WILL NOT DPERATE CONGURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LLINE WILL OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

A. INSTALL 27 FT. STEEL POLE WITH A TWIN 50 FT./ 70 FT. MAST ARM, TRAFFIC SIGNAL HEADS. SIGNS,
AND VIDEO DETECTION CAMERAS MOUNTED ON MAST ARM. (INSTALL 1-2 IN.
90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN POLE BASE).
B. USE EXISTING STEEL POLE AND MAST ARMS. REMOVE TRAFFIC SIGNAL HEADS AND SIGNS, AS NOTED.
INSTALL TRAFFIC SIGNAL HEADS. SIGNS, AND VIDEOC DETECTION CAMERAS MOUNTED ON MAST ARM.
. : 1ANDHOLE . '
5 INSTALL HAIN- GALVANIZEDSE%E§{¥50g500g¥DUgEAéﬁ%ﬁECTGR WIRE SLEEVE).
. INSTALL MICROLOOP PROB H 5 » LEAD-IN.
E- IESTALL 4 IN., SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED). '
G. REMOVE EXISTING SIGNAL POLE. MAST ARMS, SIGNAL HEADS AND SIGNS. REMOVE FOUNDATION 12 IN. BELOW GRADE.

D. INSTALL 1

H. CAP AND ABANDON EXISTING CONDUIT.

J. INSTALL MICROLOOP PROBE SET WITH 1000 FT. LEAD-IN.
. RENOVE EXISTING WANDHOLE,
h: ?EQTALLJZ4 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING (STOP LINE).
N. USE EXISTING HANDHOLE.
D. USE EXISTING CONDUIT.

P. REMOVE EXISTING BASE MOUNTED CABINET/CONTROLL

AND 1-4 IN. SCHEDULE 80,

. N3 [N. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED).
g- %§g$ﬁtt g %N. SCHEDULE 80: 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CDNDUIT BEND IN EXISTING FOUNDATION.
S. INSTALL 3 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED).

SPECIAL NOTES:

1. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL LEGEND QF UNDERGROUND —
EQUIPMENT TO AVOID DISTURBANCE OF EXISTING UNDERGROUND AND OVERHEAD UTILITIES REV. "B
UTILITIES. CONTRACTOR SHALL TEST PIT TG DETERMINE EXACT | \ o) ocagi | R &
LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR TO - | AERI/ _

INSTALLING SIGNAL EQUIPMENT. ELECTRICAL E :
TELEPHONE T Whi+man, Requardt

2. DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING GAS c and Assoc!ates, LLP
SIGNAL HEADS TO BE REMOVED AND RE—CONNECT TO SEWER -

PROPOSED SIGNAL HEADS. ANY SIGNAL OUTAGE SHALL 801 South Caroline Street
BE SCHEDULED DURING NON-PEAK HOURS AS DIRECTED STORM DRAIN D 8altimore, Maryland 21231
BY THE ENGINEER. VCV,ﬁgEER iy T\: DT Ay

ER} INSTALL NEW BASE MOUNTED CABINET/CONTROLLER
AND INSTALL 4 IN. SCHEDULE 80Qs 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BEND IN EXISTING FOUNDATIOM.
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1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY
AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS
UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE
TRAFFIC SIGNAL WILL OCCUR., THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

2. INSTALL CONDUIT AND LOOP DETECTORS PRIDR TO THE INSTALLATION OF PAVEMENT
MARKINGS. REFER TO SIGNING AND PAVEMENT MARKING PLANS FOR ADDITIONAL DETAILS.

3. VERIFY PROPOSED GEOMETRICS PRIOR TO INSTALL ING SIGNAL EQUIPMENT.

4. ALL HANDHOLES SHALL BE INSTALLED AT FINAL GRADE.

5. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.

6. THE SIGNAL CONTRACTOR SHALL DETERMINE IF ANY WORK BY OTHER CONTRACTORS CAN
NOT BE COMPLETED UNTIL INSTALLATION OF SIGNAL EQUIPMENT IS COMPLETE. THE
SIGNAL CONTRACTOR SHALL NOTIFY OTHER CONTRACTORS OF THIS WORK.

7. REFER TO SIGNING AND MARKING PLAN FOR ADDITIONAL SIGNING AND MARKING DETAILS.
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